
Benefits 

 Hospitality/ Lodging 

 Public Drinking Water  

 Educational Facilities 

 Car Washes  

 Commercial Laundries 

 Boilers 

 Healthcare Facilities 

 Hospitals  

 Country Clubs 

 Pretreatment - For soften-

ers & RO systems  

 Many other applications  

Atlantic Filter’s ESS 1.25” Hi-Flow Commercial Series Systems are avail-

able in both demand initiated and time clock configurations and are 

suitable for commercial applications up to 210,000 grains of hardness 

removal with flow rates up to 34 gallons per min. (per tank)  with 

“optional” tank configurations for applications requiring higher flow 

rates or 24/7 uninterrupted filtered water. 

 

Features  

 Utilizes Atlantic Filter’s ESS Smart-Valve Technology 

 Fully Automatic Lead-Free “Hi-Flow” Control 

 WQA & NSF/ANSI Certified Softening Media 

 Corrosion Resistant Solid Fiberglass Construction  

 Atlantic Filter’s Premium Parts & Labor Warranty  

Applications   

1.25” Water Softeners  

ESS Commercial Series 

 Better water heating efficiency  
 Reduced detergent use, soap use, and cleaning    

expenses 
 Reduces wear & tear on all water using appliances & 

processing equipment 
 Greatly improves overall water quality for a multi-

tude of applications 
 



Single Width  

Twin Width  

MODEL # 
SYSTEM 

HIGHT  

SINGLE 

WIDTH 

TWIN 

WIDTH 

ESSCV12513 62 (in.) 55 (in.) 74 (in.) 

ESSCV12514 72 (in.) 56 (in.) 76 (in.) 

ESSCV12516 72 (in.) 58 (in.) 80 (in.) 

ESSCV12518 73 (in.) 60 (in.) 84 (in.) 

Dimensions  

System Height 

MODEL MINERAL TANK  BRINE TANK CAPACITY / SALT DOSEAGE  

  

FLOW RATE & PRESSURE DROP 

 TANK 

SIZE  

RESIN 

Ft3 

GRAVEL TANK SIZE SALT FILL MAX 

(15 lbs. Per Ft3) 

MIN 

(6 lbs. Per Ft3) 

CONTIUOUS FLOW 

@ 15 PSI DROP 

PEAK FLOW 

@ 25 PSI DROP 

BKW 

GPM 

ESSCV12513 13”x65” 2 35 lbs. 18”x40” 450 lbs. 60,000/30 lbs.   40,000/12 lbs. 25 GPM   34 GPM 5.3 

ESSCV12514 14”x65” 3 50 lbs. 18”x40” 450 lbs. 90,000/45 lbs.   60,000/18 lbs. 24 GPM   33 GPM 5.3 

ESSCV12516 16”x65” 4 62 lbs. 24”x41” 700 lbs. 120,000/60 lbs.   80,000/24 lbs. 25 GPM   34 GPM 6.5 

ESSCV12518 18”x65” 5 100 lbs. 24”x41” 700 lbs. 150,000/75 lbs. 100,000/30 lbs. 27 GPM   34 GPM 9 

Specifications  

Note: All width dimensions include 6” spacing each side of each 
unit to provide proper clearances for servicing equipment. 

 

Note: Allow a min. 
of 24” clearance 
above each tank. 

Outlet Available  with  
1”-1.5”Connections 

Inlet  Available  with  
1”-1.5”Connections 

Front 

Specify “TC” for time-clock or “MP” for meter-initiated control 

Back 5/8 OD Poly Tube 

Compression Or 

3/4” - 1” MNPT Drain 

Bypass 

Top View 

3/8” or 1/2” O.D. 

Poly Tube Compres-

sion Brine Line 

711003122019 


